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ABN Change Over Switches were developed according to IEC 60947-3 / IEC 60946-6-7and enable the manual drive of motors, 

machines and other equipment. Besides carrying and interrupting electric currents under normal or over load conditions, the 

design of the switches provides complete physical insulation between the circuit on the power supply when in the Off position. In 

this position, it is possible to use 3 pad locks in order to prevent inadvertent actuations, increasing the safety of operators and 

maintenance personnel.

ABN Change Over Switches provide reliable protection for personnel and ensure high system availability in buildings, 

infrastructure and industrial plants. 

Features and benefits

< CB certifications for IEC 60947-3 from UL lab to conform IEC 60947-3/EN 60947-3 /UL 60947-3/IS: 13947-3 for isolated Switch

< Compact and modular construction

< AC-23A and AC-33 rating for voltage level up to 690/1000V

< Double quick make/break operation feature that enhance performance

<  Provision for add on auxiliary contact for identification of switch position

< Front operated mechanism

< Suitable for vertical, horizontal, upwards, downwards orientation

< Modular switch, can be configured from single pole to 8 pole

ABN offers wide range of Change Over Switches for manual operation. The range of Change Over Switches confirms to latest IEC 

60947-3, 60947-6-1standards. The products are in line with best design and quality standards

Change Over Switches I-0-II operation, open transition RVCO 20...3200 A



Ie AC 22A / AC23A / AC 33 A
in A
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Front operated Change Over Switches RVCO 20...3200 A

Ie AC 22A / AC23A /
AC 33 A in A

315, 400, 500, 630

315, 400, 500, 630

315...630A

20, 25, 32, 40, 50, 63,
80, 100, 125

20...125A

20, 25, 32, 40, 50, 63,
80, 100, 125

ROVE Electric Pvt Ltd., Change Over Switches 



Change Over Switches I-0-II operation, open transition RVCO 20...125 A

Technical data, IEC 60947-3
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Change Over Switches I-0-II operation, open transition RVCO 20...125 A

Technical data, IEC 60947-3
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.

RVCO2003

RVCO2004

RVECO0020M03H3

RVECO0020M03H3

RVCO2503

RVCO2504

RVCO3203

RVCO3204

RVCO4003

RVCO4004

RVCO5003

RVCO5004

RVCO6303

RVCO6304

RVCO8003

RVCO8004

RVCO10003

RVCO10004

RVCO12503

RVCO12504

RVECO0025M03H3

RVECO0025M03H3

RVECO0032M03H3

RVECO0032M03H3

RVECO0040M03H3

RVECO0040M03H3

RVECO0050M03H3

RVECO0050M03H3

RVECO0063M03H3

RVECO0063M03H3

RVECO0080M03H3

RVECO0080M03H3

RVECO0100M03H3

RVECO0100M03H3

RVECOS125M03H3

RVECOS125M03H3

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

1.0

1.28

Change Over Switches I-0-II operation, open transition RVCO 20...125 A

Technical data, IEC 60947-3
C/06
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Placing options of the operating mechanism for RVCO125...250

RVCO125 RVCO160 RVCO200 RVCO250

DC-21A ...23A
1)

4-pole switch Kg
2.5
3.0

2.5
3.0

Data according to IEC 60947-6-1

Class of equipment
Rated short - time withstand current
Rated operational current, AC-31B
Rated operational current, AC-33B

Icw (r.m.s.)  690 V 0.1s  kA  15   15  15 15
  up to 415V A 125 160 200 250
  up to 415V A 125 160 200 250 

PC               PC            PC             PC

(5)Operating cycle
No. of operations

10 000 10 000 10 000

2.5
3.0

2.5
3.0

10 000 10 000

5) Operating cycle O-I-O-II-O

Change Over Switches I-0-II operation, open transition RVCO 125...315 A

Technical data, IEC 60947-3

07ROVE Electric Pvt Ltd., Change Over Switches 

Peak Value Icm

RVCO315

2.5
3.0



3.42

4.10

3.42

4.10

3.42

4.10

3.42

4.10

3.42

4.10

3.42

4.10

RVCO12503

RVCO12504

RVCO12512

RVCO12522

RVCO16003

RVCO16004

RVCO16012

RVCO16022

RVCO20003

RVCO20004

RVCO20012

RVCO20022

RVECO0125M03H3

RVECO0125M04H3

RVECO0125M12H3

RVECO0125M22H3

RVECO0160M03H3

RVECO0160M04H3

RVECO0160M12H3

RVECO0160M22H3

RVECO0200M03H3

RVECO0200M04H3

RVECO0200M12H3

RVECO0200M22H3

3.52

4.20

3.52

4.20

RVCO25003

RVCO25004

RVCO25012

RVCO25022

RVECO0250M03H3

RVECO0250M04H3

RVECO0250M12H3

RVECO0250M22H3
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 144  9 

 67 

Any other combinations are available on request
Shaft, shorting links, handle included as standard

Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.
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Front operated Change Over Switches RVCO125...RVCO250A

Ordering information & Mounting dimension
C/06
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3.52

4.20

3.52

4.20

RVCO31503

RVCO31504

RVCO31512

RVCO31522

RVECOS315M03H3

RVECOS315M04H3

RVECOS315M12H3

RVECOS315M22H3

315 315/315

315 315/315

315 315/315

315 315/315



DC-21A ...23A
1)

Placing options of the operating mechanism for RVCO315...630

RVCO0630

4.8
5.8

RVCO400 RVCO500

4-pole switch Kg
4.8
5.8

4.8
5.8

Kg

Data according to IEC 60947-6-1

Class of equipment
Rated short - time withstand current
Rated operational current, AC-31B
Rated operational current, AC-33B

Icw (r.m.s.)  690 V 0.1s  kA  25   25  25 25
  up to 415V A 315 400 500 630
  up to 415V A 315 400 500 630 

PC               PC            PC             PC

(5)Operating cycle
No. of operations

RVCO315

4.8
5.8

8 000
16 000

8 000
16 000

8 000
16 000

8 000
16 000

5) Operating cycle O-I-O-II-O
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Change Over Switches I-0-II operation, open transition RVCO 315...630 A

Technical data, IEC 60947-3
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Peak Value Icm



630

630

630

630

6.82

8.10

6.82

8.10

7.20

8.40

7.20

8.40

7.20

8.40

7.40

8.40

7.80

8.80

7.80

8.80

RVECO0315M03H3

RVECO0315M04H3

RVECO0315M12H3

RVECO0315M22H3

RVECO0400M03H3

RVECO0400M04H3

RVECO0400M12H3

RVECO0400M22H3

RVECOS500M03H3

RVECOS500M04H3

RVECOS500M12H3

RVECOS500M22H3

RVECOS500M03H3

RVECOS500M04H3

RVECOS500M12H3

RVECOS500M22H3

RVCO31503

RVCO31504

RVCO31512

RVCO31522

RVCO40003

RVCO40004

RVCO40012

RVCO40022

RVCS50003

RVCS50004

RVCS50012

RVCS50022

RVCS63003

RVCS63004

RVCS63012

RVCS63022

630/630

630/630

630/630

630/630

Any other combinations are available on request
Shaft, shorting links, handle included as standard
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.

Front operated Change Over Switches RVCO 315...RVCO 630A

Ordering information & Mounting dimension
C/06
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DC-21A ...23A
1)

RVCO0500 RVCO0630 RVCO0800

Placing options of the operating mechanism for RVCO500...800

4-pole switch Kg
12.8
15.6

12.8
15.6

12.8
15.6

Data according to IEC 60947-6-1

Class of equipment
Rated short - time withstand current
Rated operational current, AC-31B
Rated operational current, AC-33B

Icw (r.m.s.)  690 V 0.1s  kA  38 38 38 
                  up to 415V  A 500 630 800 
                  up to 415V  A 500 630 800  

PC                 PC              PC    

(5)Operating cycle
No. of operations

5 000
10 000

5 000
10 000

5 000
10 000

5) Operating cycle O-I-O-II-O
11

Change Over Switches I-0-II operation, open transition RVCO 500...800 A

Technical data, IEC 60947-3
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Peak Value Icm



17.10

20.90

17.10

20.90

17.10

20.90

17.10

20.90

17.10

20.90

17.10

20.90

RVECO0500M03H3

RVECO0500M04H3

RVECO0500M12H3

RVECO0500M22H3

RVECO0630M03H3

RVECO0630M04H3

RVECO0630M12H3

RVECO0630M22H3

RVECO0800M03H3

RVECO0800M04H3

RVECO0800M12H3

RVECO0800M22H3

RVCO50003

RVCO50004

RVCO50012

RVCO50022

RVCO63003

RVCO63003

RVCO63012

RVCO63022

RVCO80003

RVCO80004

RVCO80012

RVCO80022

Any other combinations are available on request
Shaft, shorting links, handle included as standard
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.

Front operated Change Over Switches RVCO 500...RVCO 800 A

Ordering information & Mounting dimension
C/06
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4-pole switch Kg
29.00
35.70

RVCO1000 RVCO1250 RVCO1600

Placing options of the operating mechanism for RVCO1000...1600

Data according to IEC 60947-6-1

Class of equipment
Rated short - time withstand current
Rated operational current, AC-31B
Rated operational current, AC-33B

Icw (r.m.s.)    690 V 0.1s  kA  50 50 50 
     up to 415V       A 1000 1250  1600   
   up to 415V       A 1000 1250  1600 

PC                 PC              PC    

(1)
Operating cycle
No. of operations

3 000
6 000

3 000
6 000

3 000
6 000

29.00
35.70

33.60
42.20

1) Operating cycle O-I-O-II-O
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Change Over Switches I-0-II operation, open transition RVCO 1000...1600 A

Technical data, IEC 60947-3
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37.20

46.00

37.20

46.00

37.20

46.00

37.20

46.00

48.20

61.30

48.20

61.30

RVECO1000M03H3

RVECO1000M04H3

RVECO1000M12H3

RVECO1000M22H3

RVECO1250M03H3

RVECO1250M04H3

RVECO1250M12H3

RVECO1250M22H3

RVECO1600M03H3

RVECO1600M04H3

RVECO1600M12H3

RVECO1600M22H3

RVCO100003

RVCO100004

RVCO100012

RVCO100022

RVCO125003

RVCO125004

RVCO125012

RVCO125022

RVCO160003

RVCO160004

RVCO160012

RVCO160022

Any other combinations are available on request
Shaft, shorting links, handle included as standard

 147  80  50 
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74 - 1000/1250A
71.5 - 1600A

10 - 1000/1250A
15 - 1600A
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143 - 1000/1250A
138 - 1600A

 305 

 3 
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4P - 450
3P - 360

 147  80  50 

 1
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.

Front operated Change Over Switches RVCO 1000...RVCO 1600 A

Ordering information & Mounting dimension
C/06
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SHEET METAL ENCLOSED CHANGEOVER SWITCH 
I-0-II OPERATION OPEN TRANSITION

15

Change Over Switches I-0-II operation, open transition RVCO 125...250

Technical data, IEC 60947-3
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting,
including a black ON-OFF-ON plastic handle and shaft as standard, The handle is IP65 protected,
padlockable in the OFF position and with door interlock in the ON position. The shaft can be
adjusted to different installation depths.

RVCE2003

RVCE2004

RVECE0020M03H3

RVECE0020M03H3

RVCE2503

RVCE2504

RVCE3203

RVCE3204

RVCE4003

RVCE4004

RVCE5003

RVCE5004

RVCE6303

RVCE6304

RVCE8003

RVCE8004

RVCE10003

RVCE10004

RVCE12503

RVCE12504

RVECE0025M03H3

RVECE0025M03H3

RVECE0032M03H3

RVECE0032M03H3

RVECE0040M03H3

RVECE0040M03H3

RVECE0050M03H3

RVECE0050M03H3

RVECE0063M03H3

RVECE0063M03H3

RVECE0080M03H3

RVECE0080M03H3

RVECE0100M03H3

RVECE0100M03H3

RVECES125M03H3

RVECES125M03H3

5.0

6.0

Stainless Steel enclosure are available on request.

210

30
0

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

5.0

6.0

5.0

6.0

5.0

6.0

5.0

6.0

5.0

6.0

5.0

6.0

5.0

6.0

5.0

6.0

150

Front operated Change Over Switches RVCO 20...RVCO 125 A

Ordering information & Mounting dimension
C/06
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315 315/315

315 315/315

315 315/315

315 315/315

Protection-IP55/65                                                                      
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Change Over Switches I-0-II operation, open transition with pistol handle, base mounting, IEC

RVCE12503

RVCE12504

RVCE12512

RVCE12522

RVCE16003

RVCE16004

RVCE16012

RVCE16022

RVCE20003

RVCE20004

RVCE20012

RVCE20022

RVECE0125M03H3

RVECE0125M04H3

RVECE0125M12H3

RVECE0125M22H3

RVECE0160M03H3

RVECE0160M04H3

RVECE0160M12H3

RVECE0160M22H3

RVECE0200M03H3

RVECE0200M04H3

RVECE0200M12H3

RVECE0200M22H3

Steel sheet enclosed front operated Change Over Switches 
RVCE 125...RVCE 315A 

250

30
0

Stainless Steel enclosure are available on request.

10.92

11.28

10.92

11.28

10.92

11.28

10.92

11.28

10.92

11.28

10.92

11.28

RVCE25003

RVCE25004

RVCE25012

RVCE25022

RVECE0250M03H3

RVECE0250M04H3

RVECE0250M12H3

RVECE0250M22H3

10.92

11.28

10.92

11.28

ROVE Electric Pvt Ltd., Change Over Switches 

RVCE31503

RVCE31504

RVCE31512

RVCE31522

RVECES315M03H3

RVECES315M04H3

RVECES315M12H3

RVECES315M22H3

10.92

11.28

10.92

11.28
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RVECE0315M03H3

RVECE0315M04H3

RVECE0315M12H3

RVECE0315M22H3

RVECE0400M03H3

RVECE0400M04H3

RVECE0400M12H3

RVECE0400M22H3

RVECE0500M03H3

RVECE0500M04H3

RVECE0500M12H3

RVECE0500M22H3

RVCE31503

RVCE31504

RVCE31512

RVCE31522

RVCE40003

RVCE40004

RVCE40012

RVCE40022

RVCE50003

RVCE50004

RVCE50012

RVCE50022

Steel sheet enclosed front operated Change Over Switches  
RVCE 315...RVCE 630 A

Stainless Steel enclosure are available on request.

Protection-IP55/65                                                                      

25.87

27.20

25.87

27.20

25.87

27.20

25.87

27.20

25.87

27.20

25.87

27.20

350

40
0

300

ROVE Electric Pvt Ltd., Change Over Switches 

25.87

27.20

25.87

27.20

630

630

630

630

630/630

630/630

630/630

630/630

RVECES630M03H3

RVECES630M04H3

RVECES630M12H3

RVECES630M22H3

RVCE63003

RVCE63004

RVCE63012

RVCE63022
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RVECE0500M03H3

RVECE0500M04H3

RVECE0500M12H3

RVECE0500M22H3

RVECE0630M03H3

RVECE0630M04H3

RVECE0630M12H3

RVECE0630M22H3

RVECE0800M03H3

RVECE0800M04H3

RVECE0800M12H3

RVECE0800M22H3

RVCE50003

RVCE50004

RVCE50012

RVCE50022

RVCE63003

RVCE63003

RVCE63012

RVCE63022

RVCE80003

RVCE80004

RVCE80012

RVCE80022

500

50
0

Stainless Steel enclosure are available on request.

Protection-IP55/65                                                                      

58.00

61.80

58.00

61.80

58.00

61.80

58.00

61.80

58.00

61.80

58.00

61.80

Steel sheet enclosed front operated Change Over Switches  
RVCE 500...RVCE 800 A

350

ROVE Electric Pvt Ltd., Change Over Switches 
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RVECE1000M03H3

RVECE1000M04H3

RVECE1000M12H3

RVECE1000M22H3

RVECE1250M03H3

RVECE1250M04H3

RVECE1250M12H3

RVECE1250M22H3

RVECE1600M03H3

RVECE1600M04H3

RVECE1600M12H3

RVECE1600M22H3

RVCE100003

RVCE100004

RVCE100012

RVCE100022

RVCE125003

RVCE125004

RVCE125012

RVCE125022

RVCE160003

RVCE160004

RVCE160012

RVCE160022

Protection-IP55/65                                                                    

600

55
0

Stainless Steel enclosure are available on request.

97.50

99.50

97.50

99.50

97.50

99.50

97.50

99.50

108.00

121.00

108.00

121.00

Steel sheet enclosed front operated Change Over Switches  
RVCE1000...RVCE1600 A

400

ROVE Electric Pvt Ltd., Change Over Switches 



RVCO 125...RVCO1600A
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1

3

2

4

5

7
8

6

1.  Change Over Switch      

2.  Shaft     

3.  Side Cover     

4.  Auxiliary Block     

5.  Handle    

6.  Shorting Link    

7.  Cam Slide    

8.  Socket Screw

ROVE Electric Pvt Ltd., Change Over Switches 
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Type Function
Suitable for  RVCO20..
RVCO3200A
           

RVECO0A01H03H3           

RVECO0A10H03H3           

150mm*          RVCO20...RVCO125               RVCOH125                  RVECO0125H03H3           

260mm*          RVCO125...RVCO250              RVCOH250                 RVECO0250H03H3           

235mm*          RVCO315...RVCO500              RVCOH400                 RVECO0400H03H3           

325mm*          RVCO500...RVCO800              RVCOH800                 RVECO0800H03H3           

325mm*        RVCO1000...RVCO3200           RVCOH1600                RVECO1600H03H3           

ROVE Electric Pvt Ltd., Change Over Switches 
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www.roveelectricindia.com

ROVE Electric Pvt Ltd.

SF No: 193/1B, Uzhaippalar Street,

Udayampalayam Road, Vellakinar Village,

Coimbatore - 641029. Tamil Nadu. INDIA.

Email: sales@roveelectric.co.in


